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Series K (2.92mm) are precision connector designed for use with microwave applications requiring excellent 

performance up to 40GHz. It can crossing-over with SMA and 3.5mm connector series. Series K connector 

has many advantages, such as small size, light weight, high frequency and reliable connection etc.
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SERIES  K

RF  COAXIAL  CONNECTORS

Key  performance

      Characteristic Impedance :  50

      Frequency range :       0~40GHz

      Contact resistance :
                 Center conductor     4.0m
                 Out conductor            2.0m

      Insulator  voltage  withstanding : 1000V

      VSWR    : 1.05 0.015f(GHz)
      Temperature: -55~+180 degree C 

      Insulation resistance :    3000M

      Applicable spec/std  :  MIL-STD-348

      Connector durability : 500 cycles

Materials

Center contacts: 

            Male---brass, gold plated.

            Female---beryllium copper, gold plated

Bodies and other metal parts:

            Stainless steel

Dielectric:   Air

Contact Support Beads: PTFE or modified PPE.

Gasket and seal rings:  silicone rubber

Heat-shrink tubing:  thermofit plastic.

Interface Dimensions
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Type:  K-JJG 

K

K  SERIES ADAPTERS

VSWR     DC-18GHz: 1.07Max
                18-40GHz:   1.10Max

Type:  K-JKG 

VSWR     DC-18GHz: 1.10Max
                18-40GHz:   1.15Max

Type:  K-KKG 

VSWR     DC-18GHz: 1.10Max
                18-40GHz:   1.15Max

Type:  2.92mm/2.4mm - KKG 

VSWR     DC-18GHz: 1.08Max
                18-40GHz:   1.10Max

Type:  2.92mm/2.4mm - JKG 

VSWR     DC-18GHz: 1.10Max
                18-40GHz:   1.15Max

Connector durability : 1000 cycles

Connector durability : 1000 cycles

Connector durability : 1000 cycles

Connector durability : 1000 cycles

Connector durability : 1000 cycles



Type:  2.92mm/2.4mm - KJG 

K

K  SERIES ADAPTERS

VSWR     DC-18GHz: 1.10Max
                18-40GHz:   1.15Max

Type:  2.92mm/2.4mm - KKG 

VSWR     DC-18GHz: 1.10Max
                18-40GHz:   1.15Max

Type:  N/2.92mm - JJG 

VSWR     DC-20GHz: 1.10Max
                

Connector durability : 1000 cycles

Connector durability : 1000 cycles

Connector durability : 1000 cycles

Type:  N/2.92mm - JKG 

VSWR     DC-20GHz: 1.10Max
                

Connector durability : 1000 cycles

Type:  N/2.92mm - KJG 

VSWR     DC-20GHz: 1.10Max
                

Connector durability : 1000 cycles

Type:  N/2.92mm - KKG 

VSWR     DC-20GHz: 1.10Max
                

Connector durability : 1000 cycles
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